MODEL SSJ SUPER SERVICE JACK

CAPACITY = = = = = 2500 Lbs.

USE IT ON A HARD
SERVICE STATION DRIVE
aron
SOFT, SANDY SOIL

LIFT ON BUMPER OR FRAME

Adjustable
Chain Bumper
Heok with one
side for curved
bumpers and the
other side for holes
and slots in bumpers.
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YEHICLE BEING LIFTED BY FRAME BAR AND JACK

Anyone that changes tires would like the MODEL 55J. It's
easy aond sofe to use. Easy, because in a half minute or

less the tire is off the ground. Safe, because as the vehicle SPECIFICATIONS:

is being lifted the large wheels, with tires and tubes, rolls a

under the load. If the lifted unit accidently moves the jack BRCKWEIGHT - & & o & adciadd

will roll with the load and will not dump its load. JACK WIDTH. . . . . . oo 167

The Model 55) is light, only 50 Ibs. 1t's easy to put on and Lls O Do LI ORI 23"

T L Y JACK HEIGHT . . . . . . . .. 24
LOW HOOK HEIGHT . . . . . . 0"

(with Jock Tipped-Up)
§5J-Z1 JACK SET consists of jock, jack frame bar HIGH HOOK HEIGHT . . . . . . 30"

{Patent Mo. 3618894)

MEYER HYDRAULICS CORPORATION
CENTREVYILLE, MI 49032
616/467-6302
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